
VENTILATED FIRE BARRIERS 
FOR EXTERNAL CLADDING AND RAINSCREEN SYSTEMS 

   

   



TENMAT is a leading manufacturer of 

unique, high performance intumescent   

materials and solutions with over 30 years 

of passive fire protection experience.  
 

TENMAT manufacture innovative life   

safety products and we are committed to 

meeting our customersô needs and           

exceeding the latest quality standards 

worldwide. 

A Leading Manufacturer for the Construction Industry 

TENMAT ôs advanced passive fire protection materials are 

widely recognised as the industry standard for demanding     

applications within the construction industry.  

Commitment to Quality 

TENMAT  operates an ISO 9001:2008 Quality Management 

System for the design, development and manufacture of   

specialised high performance engineering materials and    

components.  



TENMAT ôs range of Ventilated Fire Barriers maintain a ventilated cavity in external 

wall, rainscreen and cladding systems. In the event of fire, the intumescent Ventilated 

Fire Barriers quickly expand to seal off the cavity to prevent hidden fire spread, both 

vertically and horizontally behind the cladding system.  

FF102/50  
Fully Intumescent Ventilated Fire Barrier for up to 50mm       

cavities  

Up to 120 minutes fire rating  

NVFB Non -Ventilated Fire Barrier  
Full fill vertical fire barrier for use in addition to VFB Plus  

Up to 120 minutes fire rating  

Cavity Fire Barrier on a Roll  
Ventilated Fire Barrier for up to 50mm cavities with timber 

frame or blockwork inner substrates  

Up to 30 minutes fire rating  

Other Products  
FF102/25 ðVentilated Fire Barrier for up to 25mm cavities  

FF109/125 ðVentilated Fire Barrier for up to 125mm cavities  

  
 

VFB Plus  
Bespoke Ventilated Fire Barrier for 50 -500mm cavities  

Up to 120 minutes fire rating  

Linear Gap Seals  
Fully intumescent linear firestop seals  

Up to 240 minutes fire rating  

Examples of Projects & Test Data  
All of our VFBs are third party fire tested  

Widely accepted by Building Control and NHBC  
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